TANGUAY

Kitchenaid® Réfrigérateur a portes
francaises a profondeur standard avec
distributeur intérieur et fini
PrintShieldTM - 22 pi cu - 33 po
KRFF302EBS

Finis/couleurs disponibles

KRFF302EBS

Black Stainless Steel with
PrintShield™ Finish

KRFF302ESS
Acier Inoxydable

KRFF302EWH
Blanc
Dimensions Fiche technique
Profondeur 34.5 Fabriqué en Les Etats-Unis
La tablette divisée escamotable constitue I'une des Hauteur 70.13 upc 883049416755
caractéristiques attrayantes de ce réfrigérateur de 22 ) .
pi3 qui permet le rangement des grands contenants. I Largeur 32.88 Accessoires en option EDR4RXD1B
est également doté du systeme de gestion de la Résistant alx empreintes
température ExtendFresh™ et du conservateur de Ty digitales P Oui
fruits et légumes aidant & préserver le goit et la Compatibilité 9l
texture de vos aliments frais. .
Connectivité
_ Electricité
Caractéristiques clés Fonctionnement avec
Ampéres 15
Systéme de gestion de la température
ExtendFresh™ Plus Gammantdes Volts 120
24530 JTLETP CHEET L Emplacement des A l'intérieur a
Conservateur de fruits et Ilégumes commandes I'avant Extérieur
Type de commande Electronique Couleur de la poignée Aaer
inoxydable

Guides et documentation: Verrouillage des Non

i commandes Matériau de la poignée Métal
== Guide des == Guide énergétique C)

dimensions
Avertisseur de porte q Poignée
) . . . =@ Renseignements sur la ouverte ou entrouverte Oui Type de poignée facilement
Guides d'installation - .
garantie accessible
Refroidissement oui
: ] ui )
maximal/rapide Couleur de la grille de Noi
oir
base
Voyant du filtre a oui
eau/Réinitialisation Couleur de la caisse Noir

Etant donné que la politique de Whirlpool Canada LP comprend un engagement continu dans I'amélioration de
KitchenAid' ses produits, nous nous_réservons le droit de modifier les matériayx et les fiches techniques sans préavis; Les

dimensions sont a des fins de planification uniguement. Pour des informations complétes, veuillez vous référer

aux instructions d'installation fournies avec le produit. Les spécifications peuvent étre modifiés sans préavis.


https://api.whirlpoolcentral.ca/?action=tk_download&tk_service=brochure_document&tk_file=KRFF302EBS_dimension_guide_fr.pdf&tk_id=265-470206
https://api.whirlpoolcentral.ca/?action=tk_download&tk_service=brochure_document&tk_file=KRFF302EBS_dimension_guide_fr.pdf&tk_id=265-470206
https://api.whirlpoolcentral.ca/?action=tk_download&tk_service=brochure_document&tk_file=KRFF302EBS_energy_guide_fr.pdf&tk_id=265-470206
https://api.whirlpoolcentral.ca/?action=tk_download&tk_service=brochure_document&tk_file=KRFF302EBS_energy_guide_fr.pdf&tk_id=265-470206
https://api.whirlpoolcentral.ca/?action=tk_download&tk_service=brochure_document&tk_file=KRFF302EBS_use_and_care_fr.pdf&tk_id=265-470206
https://api.whirlpoolcentral.ca/?action=tk_download&tk_service=brochure_document&tk_file=KRFF302EBS_use_and_care_fr.pdf&tk_id=265-470206
https://api.whirlpoolcentral.ca/?action=tk_download&tk_service=brochure_document&tk_file=KRFF302EBS_warranty_fr.pdf&tk_id=265-470206
https://api.whirlpoolcentral.ca/?action=tk_download&tk_service=brochure_document&tk_file=KRFF302EBS_warranty_fr.pdf&tk_id=265-470206

KitchenAid"

FOR THE WAY IT'S MADE?

Bottom Mount Refrigerator

PRODUCT MODEL NUMBERS PRODUCT DIMENSIONS
KBFS20EC KBFS25EC
KBFS22EC KRFC300E
KRFF302E KRFF305E
Electrical: A 115-volt, 60-Hz, AC-only, 15- or
20-amp fused, grounded electrical supply is
required. It is recommended that a separate F
circuit serving only your refrigerator be not incl. /T *\ ¢
provided. Use an outlet that cannot be turned handle o
off by a switch. Do not use an extension E 90° ‘s0°
cord. incl. — wh L S
NOTE: Before performing any type of handle H !
installation, cleaning, or removing a light tog of yu
bulb, turn the control (Thermostat, Refrig- cabinet “%
erator or Freezer Control depending on the
model) to OFF and then disconnect the
refrigerator from the electrical source. When
you are finished, reconnect the refrigerator
to the electrical source and reset the control
(Thermostat, Refrigerator or Freezer Control D
depending on the model) to the desired
setting. See “Using the Controls.”
Water: A cold water supply with water |
pressure between 35 and 120 psi (241 and
827 kPa) is required to operate the ice maker T DD e ot i Dent ot Dentr—Cainet

: - eight - Top | Depth - Doors | Depth - Drawer | Depth - With | Depth - Without | Depth - Cabine

and water dispenser. If you have qluestlons Model Height - Overall | of Cabinet |  Open 90° Open Handles Handles Only Width - Cabinet
about your water pressure, call a licensed, Number/Size @’ ‘B o Q0 E Ll Q' 4
qualified plumber. KBFS20EC |  70%" 684" 43 447 29%" 2’ 24%' 35%'
IMPORTANT: The pressure of the water 200cu.ft. | (178.1cm) | (1740cm) | (109.2cm) (113 cm) (746 cm) (71.1¢cm) (61.3cm) (90.5 ¢m)
coming out of a reverse osmosis system go- KBFS2EC | 70%’ 68'%" | 47%e' 52V46" 476" 311546’ 284" 325"
ing to the water inlet valve of the refrigerator @1.7cu.ft) | (178.1cm) | (1748cm) | (119.5cm) (1322¢m) | (87.5¢m) (81.1.¢cm) (71.4 cm) (82.9.cm)
needs to be between 35 and 120 psi (241 KBFSJSEC |  70%’ 68 | 48V 530" e | 2% 29%" 35%'
and 827 kPa). (@48cu.ft) | (178.1cm) | (174.8cm) | (122.1cm) (135 cm) (90 cm) (83.7cm) (74.cm) (90.5 ¢m)
Reverse Osmosis Water Supply: If a KRFC300E | 70%" 6874" 43" 484" 0% 2 247" 35%"
reverse osmosis water filtration system is (20 cu.ft) (178.1cm) | (1749cm) | (1095cm) | (122.2cm) | (77.5cm) (71.1cm) (61.3cm) (90.8 cm)
connected to your cold water supply, the wa- KRFF02E | 70 6% | 4w 5234 s 3 284 2k
ter pressure to the reverse osmosis system @1cuft) | (1781cm) | (1749cm) | (1222cm) | (1349cm) | (90.2cm) (83.8.cm) (74 cm) (83.5cm)
needs to be a minimum of 40 to 60 psi (276 KRFF30SE | 70% 6674" 480" 5314 3514 33" 2% 354"
to 414 kPa). (@52cu.ft) | (1781cm) | (1749cm) | (1222cm) | (1349cm) | (90.2cm) (83.8.cm) (74 cm) (91.1cm)

LOCATION REQUIREMENTS

12" (1.25 cm)

_ ]

. —— A —

2" (6.3 cm)

To ensure proper ventilation for your refrigerator, allow for a 12" (1.25 cm) space on each side and
at the top. Allow for 1" (2.54 cm) of space behind the refrigerator. If your refrigerator has an ice
maker, make sure you leave some extra space at the back for the water line connections.

If you are installing your refrigerator next to a fixed wall, leave 22" (6.3 cm) minimum on the hinge
side (some models require more) to allow for the door to swing open.

NOTE: This refrigerator is intended for use in a location where the temperature ranges from a
minimum of 55°F (13°C) to a maximum of 110°F (43°C). The preferred room temperature range for
optimum performance, which reduces electricity usage and provides superior cooling, is between
60°F (15°C) and 90°F (32°C). It is recommended that you do not install the refrigerator near a heat
source, such as an oven or radiator.
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Because Whirlpool Corporation policy includes a continuous commitment to improve
our products, we reserve the right to change materials and specifications without notice.

Dimensions are for planning purposes only. For complete details, see Installation
Instructions packed with product. Specifications subject to change without notice.
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